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Multi-Position  
NB Series
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Mounting Options

Dimensions (inches) 
BORE C JJ PA PB PC PD PE PF PR SC
1/2 (1) 0.88 #4-40 UNC 0.19 0.38 0.19 0.25 0.75 0.63 0.19 0.17

3/4 (2) 1.22 #6-32 UNC 0.19 0.38 0.19 0.25 0.75 0.75 0.19 0.23

1-1/16 (3) 1.69 #6-32 UNC 0.19 0.38 0.25 0.25 0.81 0.75 0.19 0.25

1-1/2 (4) 2.19 #10-24 UNC 0.38 0.75 0.25 0.44 1.19 1.38 0.38 0.34

2 (5) 2.69 #10-24 UNC 0.38 0.75 0.31 0.44 1.25 1.38 0.38 0.34

2-1/2 (6) 3.25 1/4-20 UNC 0.38 0.75 0.38 0.44 1.31 1.38 0.38 0.41

3 (7) 3.78 1/4-20 UNC 0.63 1.00 0.38 0.56 1.69 1.88 0.38 0.41

4 (8) 4.94 5/16-18 UNC 0.63 1.00 0.44 .056 1.75 1.88 0.38 0.50

SC

90º Typ.

JJ Hole (2)
ThreadedC Bolt Circle

90º Typ.

3/4" Bore 43º
All others 45º

JJ Hole (4)
Threaded

C Bolt Circle

 PEPDPB

PC
PR  Radius

PF

PA  Diameter for Pivot Pin

3/4" Bore & Up1/2" Bore

Pivot Mount
Complete with bronze pivot bushing.  Not 
available as an accessory. (CR shown)

Screw Clearance Holes
Available either or both ends. (CF shown) 
Screw clearance holes are standard on all center sections.

Threaded Mounting Holes 
Available either or both ends.  
(CC shown)

BORE Base
Adder per 

1/8 of Stroke
1/2 (1) 3.3 0.16

3/4 (2) 4..5 0.2

1-1/16 (3) 9.9 0.6

1-1/2 (4) 18.7 0.8

2 (5) 24.5 1.0

2-1/2 (6) 41.3 1.2

3 (7) 52.9 1.6

4 (8) 102.7 2.0

Approximate Cylinder  
Weights (ounces)



NB Series Accessories

20 Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.

K
Square

I

E Pin
Dia. x
F Long

H D

A
Square

J

Hole for
N Bolt

C

L

AW

AH

J

K
IE Hole Dia.

IH

Hole for
N Bolt

J

C

C

I
LT E Hole Dia.

P Thread

JT

L

The bracket is intended for mounting with either 
a rod pivot or pivot mount; it is not intended to 
mount directly with the rear cylinder head.

Accessories

Clevis Bracket 
Anodized aluminum alloy.  
Chrome plated steel pin included

Trunnion Bracket (pair)
Anodized aluminum alloy
complete with bronze pivot bushings

Rod Eye
Steel with bronze pivot bushing and nut

Accessory
Standard 

Series PND Series Multi-Power Series P3D Series
Clevis Bracket Yes Yes N/A Yes

Trunnion Bracket Yes Yes N/A N/A

Rod Eye Yes N/A Yes Yes

Kit No. Bore A C D E F H I J K L N

CB-3
1/2 (1)
3/4 (2)

1-1/16 (3)
1.00 0.71 0.39 0.187 0.93 0.16 0.56 0.78 0.75 0.42 #6

CB-6
1-1/2 (4)

2 (5)
2-1/2 (6)

1.75 1.37 0.75 0.375 1.63 0.22 0.94 1.34 1.38 0.80 #10

CB-8
3 (7)
4 (8)

2.50 2.10 1.00 0.625 2.42 0.25 1.25 1.81 2.00 1.19 1/4

Kit No. Bore AH AW E I IH J K N
TB-2 3/4 (2) 0.63 0.31 0.126 0.22 0.30 1.12 0.56 #10

TB-5
1-1/16 (3)
1-1/2 (4)

2 (5)
0.88 0.50 0.251 0.31 0.38 1.50 0.81 1/4

TB-7
2-1/2 (6)

3 (7)
1.00 0.63 0.313 0.38 0.45 1.63 0.94 5/16

TB-8 4 (8) 1.25 0.75 0.376 0.44 0.55 1.88 1.06 3/8

Kit No. Bore C E I J JT L LT P
RE-1 1/2 (1) 0.38 0.187 0.47 0.72 0.25 0.32 0.38 #8-32 UNC

RE-2 3/4 (2) 0.38 0.187 0.47 0.72 0.25 0.32 0.38 #10-32 UNF

RE-3 1-1/16 (3) 0.38 0.187 0.47 0.72 0.25 0.32 0.63 5/16-24 UNF

RE-4 1-1/2 (4) 0.75 0.375 0.72 1.16 0.44 0.58 0.63 3/8-24 UNF

RE-6
2 (5)

2-1/2 (6)
0.75 0.375 0.72 1.16 0.44 0.58 0.75 1/2-20 UNF

RE-7 3 (7) 1.00 0.625 1.00 1.63 0.63 0.80 0.88 5/8-18 UNF

RE-8 4 (8) 1.00 0.625 1.00 1.63 0.63 0.80 0.88 3/4-16 UNF

Dimensions (inches) 

Selection Guide

Dimensions (inches) 

Dimensions (inches) 
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Magnetic Position Sensing
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Sensor Specifications & Ordering Information

Ordering Guide-Dovetail Style Magnetic Sensor with LED

Length Part No.
5 Meter PXCST

Sensor Type
Prewired 9 ft 

Part No.
Quick Disconnect 

Part No* Wire Leads Electrical Characteristics

Electronic 949-000-031 949-000-331 3
Sourcing PNP 6-24 VDC, 0.20 Amp Max current, 

0.5 Voltage Drop

Electronic 949-000-032 949-000-332 3
Sinking NPN 6-24 VDC, 0.20 Amp Max current, 

0.5 Voltage Drop

Note*: Quick disconnect styles are supplied with 6 inch pigtail with male connector.  
Order female cordsets separately.

Sensor Temperature Range
-20° to +80° C (-4° to +176° F)

Female Cordsets for  
Quick Disconnect

•	 Encased in a plastic housing, dovetail style 	 	
	 electronic sensors are corrosion resistant. 
	 45° wire outlet allows close mounting.
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