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PG Series
Parallel Gripper
Specifications
PGS25
: : PGS25 PGL25 625 .0630/.0635 X .18 DEEP
Grip Force @ 100 psi 27 Ibs 27 Ibs #5-40 TAP X .18 DEEP — DOWEL HOLE
Stroke 0.25 0.50 (2) PLACES < o7
Repeatability +/- .001 +/- .001
Bore Dia. 0.625 0.625 .25000H "
Operating Temperature S
1750 — = =875
Buna-N -30° to 180°F -30° to 180°F
Viton -20° to 300°F -20° to 300°F FesT Ts {%‘“
Max. Actuation Speed 0.12 sec 0.12 sec ] =
Displacement 0.3 cuin 0.3cuin (2) #10-32 AIR PORTS
Maximum Pressure 120 psi 120 psi 2.00 OPEN 224 +.001 -
Unit Weight 20z 20z FJSO_CLOSED r
°© — g T 1164
PGS25 & PGL25 721 l.(iSZ .690 O I
Gripping Force Chart I i |

Gripping Force (Ibs.)

Grip Force vs. Finger Length

L-FINGER LENGTH

1

2
3
4
5

Static Condition

LOAD CAPACITY
C-compression
T-tension

Per Finger @ 80 psi

00 10 20
Finger Length (in.)

PGS25
25 Ibs.
20 Ibs.
15 Ibs.
N/A
N/A

Dynamic Condition

LOAD CAPACITY
C-compression
T-tension

44 $0l0d b

U

My

B

PGS25

25 Ibs.

25 Ibs.
20 in.-lbs.
25 in.-lbs.
20 in.-lbs.

25 Ibs.

20 Ibs.

15 Ibs.
N/A
N/A

PGL25

25 Ibs.

25 Ibs.
20 in.-lbs.
25 in.-lbs.
20 in.-lbs.

N\

Mz

.550

550 .750
~1.020=

(2) .0940/.0945 DIA X .18 DEEP
.594 MOUNTING AND

s

DOWEL HOLES

(4) #4-40 X .18 DEEP

PGL25
625 .0630/.0635 X .18 DEEP
#5-40 TAP X .18 DEEP DOWEL HOLE
(2) PLACES T o
250 —=|
500
~—1.750— - 8T
—l ]
¢ ¢ © 9
(2) #10-32 AIR PORTS
2.00 OPEN 224£.001 —
1.750-CLOSED "
° I 721 = T32 690 Q Lo
' (1 i |
550 550 750
-1.020~
375 / (2) .0940/.0945 DIA X .18 DEEP
[ — 594 MOUNTING AND
] o o 5 DOWEL HOLES
O O &g

(4) #4-40 X .18 DEEP

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.
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PG Series
Parallel Gripper
Specifications
PGS35
PGS35 PGL35 1;022
Grip Force @ 100 psi 35 Ibs 35 Ibs o5 —f
Stroke 0.75 1.00 _ HooR
. .0630/.0635 X 1/8" DEEP
Repeatablllty +/- .001 +/- .001 DOWEL HOLES 125 L
) 4) PLACES TAPPED #5-40 X 3/16" DEEP
Bore Dia. 0.70 0.70 @ 375 = | = (6) PLACES
Operating Temp. 625 = =
Buna-N -30° to 180°F -30° to 180°F 3.150
Viton -20° to 300°F -20° to 300°F
Max. Actuation Speed 0.12 sec 0.12 sec [ otooH R
Displacement 0.38 cuin 0.38 cu in L]
Maximum Pressure 120 psi 120 psi
i ) 3.000-OPEN +.000
Unit Weight 50z 50z " 2.250-CLOSED .224-.0017 r
— —
o ] O 11455 T 1.283
Gripping Force Chart .800 | 700 Q 7
15 Per Finger @ 80 psi L 1 l i
é 12 .350 1.030 875
Qs ~1.145 =
= ®©
e ° 500 (2) .1250/.1255 DIA X .25 DEEP
o0 N
ca 6
3 T VV — .656 MOUNTING AND
e 3 o DOWEL HOLES
S 9
00 10 20 30 o o o
Finger Length (in) L J
1.000 (4) #5-40 X .25 DEEP
Grip Force vs. Finger Length
L-FINGER LENGTH PGS35
1 28 Ibs. 28 Ibs.
2 26 Ibs. 26 Ibs. PGL35 e
3 24 Ips. 24 Ibs. 95—
4 19 Ibs. 19 Ibs Py
5 8 Ibs. 8 Ibs. (2) .0630/.0635 X .13 DEEP —
DOWEL HOLE 125 =
. - 375 +— (3) #5-40 X .18 DEEP
Static Condition 3150 625
LOAD CAPACITY PGS35 PGL35
C-compression 80 Ibs. 80 Ibs. L—@@MH R —|
T-tension 80 Ibs. 80 Ibs. 1 LL\F/ SENSOR MOUNTING BLOCK
Mx 80 in.-lbs. 80 in.-Ibs. (2) #10 AIR PORTS
My 100 in.-lbs. 100 in.-lbs. 3.250-OPEN
Mz 80 in.-lbs. 80 in.-Ibs. 2.250-CLOSED 224001 T
1 [
Dynamic Condition ) — d?;o 1iss T O 1283
LOAD CAPACITY PGS35 PGL35 . ! . L
C-compression 45 Ibs. 45 Ibs. 350 1.030 .875
T-tension 45 Ibs. 45 Ibs. ~1.145~-
Mx 30 in.-lbs. 30 in.-lbs. (2) .1250/.1255 DIA X .25 DEEP
My 40 in.-lbs. 40 in.-lbs. .500 DOWEL HOLE
Mz 30 in.-lbs. 30 in.-Ibs. = — .656 MOUNTING AND
o o o DOWEL HOLES

& $00S b T- - j\
1.000 (4) #5-40 X .25 DEEP
N
My L MAX T \ ‘ (o}
o
/

Mz

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com. 5



PG Series
Parallel Gripper

numdrics

PG Series Switch Information

SWITCH OR BRACKET

DESCRIPTION

1 Hall Effect PNP (Sourcing) 4mm
1 Hall Effect NPN (Sinking) 4mm

2 Switch Bracket

STANDARD QUICK DISCONNECT
PART NO. PART NO,
CS-20TP CS-20TP-QD
CS-20TN CS-20TN-QD
PGSB PGSB

'Electro Switch (PNP NO)
8 mm Connector - CS-20TP-QD

i

BROWN (+)

(@ o

45 ()

|

FL

Sensor Type

Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*

Voltage Drop

Current Consumption
Leakage Current

LED Indicator

Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

4
5 M @ NOT USED
3

BLUE ()

Solid State Output
Normally Open

PNP Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

1.5V @ 25 mA max.

15 mA @ 24 VDC max.
0.01 mA max.

Green

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)
50G/9G

IEC 529 IP67 (NEMA 6)
Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

Electro Switch (NPN NO)
8 mm Connector - CS-20TN-QD

Lﬂz'sf [ —

BROWN (+)

(@I o

45 )

Fi,L

Sensor Type

Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*

Voltage Drop

Current Consumption
Leakage Current

LED Indicator

Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

;
) M z%“ NOT USED
3

BLUE (-)

Solid State Output
Normally Open

NPN Current Spurcing
5-30 VDC

50mMA max.

1.5 Watts

0.5V @ 25 mA max.

12 mA @ 24 VDC max.
0.01 mA max.

Red

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)
50G/9G

IEC 529 IP67 (NEMA 6)
Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

6 Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.
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PG Series

Parallel Gripper

Electro Switch (NPN NO)
Flying Lead - CS-20TN

2.8
Lﬂ i
45 () —— =
D 4= L75d “pETECTING o
POINT % ) PO}"/\:ER
%A‘T BLU 17
Sensor Type Solid State Output
Switching Logic Normally Open
Output NPN Current Spurcing
Operating Voltage 5-30 VDC
Switching Current 50mA max.
Power Rating* 1.5 Watts
Voltage Drop 0.5V @ 25 mA max.
Current Consumption 12 mA @ 24 VDC max.
Leakage Current 0.01 mA max.
LED Indicator Red
Cable -
Operating Frequency 1000 Hz
Magnetic Requirement 40 Gauss parallel
Temperature Range 14 to 158°F (-10 to 70°C)
Shock / Vibration 50G/9G
Enclosure Classification IEC 529 IP67 (NEMA 6)
Protection Circuit Reverse Polarity, Surge Suppression
Set Screw Max. Torque 1.77 in-lbs (0.2 N-m)

Electro Switch (PNP NO)
Flying Lead - CS-20TP

2.8

e
45 () | i ; =
DA, L Lss- “DeETECTING

POINT

Sensor Type
Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*
Voltage Drop
Current Consumption
Leakage Current
LED Indicator
Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

BRN
.
l BLK T
o POWER
By |

MAIN
CIRCUIT

Yy

Solid State Output
Normally Open

PNP Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

1.5V @ 25 mA max.
12 mA @ 24 VDC max.
0.01 mA max.

Green

Abrasion resistant polyurethane

(PUR) jacket, PVC insulation

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)

50G/9G

IEC 529 IP67 (NEMA 6)

Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

Dimensions (mm)

TYPE ORDER CODE

Straight, 5 m Cable PXCST
Elbow, 5 m Calbe PXC90

Straight Type

® =

Female Connectors for Reed Switches and Hall Effect Sensors

Elbow Type

7
==&

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com. 7
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World Class Supplier
of Pneumatic Components

2 ASCO Mumatics Direct Sales Offices

[ ASCO/Numatics Distributors
& ASCO Numatics Engineering/Design Centers

WORLD HEADQUARTERS

USA
Numatics, Incorporated

46280 Dylan Drive
Novi, Michigan 48377

P: 1-888-Numatics
1-888-686-2842

Canada
Numatics, Ltd

P: 519-452-1777

Mexico
Numatics de Mexico S.A. de C.V.

P: 52-222-284-6176

For a comprehensive listing of all Numatics production and distribution facilities worldwide, visit:
www.numatics.com

© Numatics Inc. 2008
LT-G3Catalog 1.0
10M-TGI-12/08





